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Abstract. Based on an extensive site survey conducted
during 1980-1990 in the Shivalik Hills of the Central
Himalayan range, a promising site Devasthal has been
identied. The longitude and latitude of Devasthal Peak
are 79 410 E and 29 230 N. It is situated at an altitude of
2540 m and about 50 km by road from Nainital towards
East. The surroundings of Devasthal are thinly populated
and it is logistically well suited for establishing modern
optical observational facilities. The prevailing wind direc-
tion at Devasthal is NW. For a large fraction of the night
time, variation in the ambient temperature was less than
a degree and wind speed was less than 10 m/s. During
spectroscopic nights (> 200 in a year) relative humidity is
less than 80% for about 70% of the time. During 1997 and
1998 seeing measurements using dierential image motion
techniques have been carried out close to ground at two
locations namely Site 1 and Site 2 in Devasthal. Our ob-
servations for Site 1 carried over 88 nights yield a median
seeing value of 1:004. For Devasthal Site 2 observations car-
ried over 37 nights yield a median seeing value of 1:001.
Devasthal Site 2 has therefore been selected for locating a
modern 3 m optical telescope.
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1. Introduction
According to diraction theory, the image of a point
source produced by a telescope of diameter D at a wave-
length  is an Airy’s disc of size "D  =D. Due to degra-
dation by the Earth’s atmosphere the stellar image formed
at the focus of the ground based telescope is much big-
ger than "D. The size of the image also depends on the
thermal eects of the dome, building and immediate sur-
roundings as well as local atmospheric turbulence which
depends on the location of the site. We refer here to seeing
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(FWHM of a star image) as the overall quality of the op-
tical image. For many purposes the power of a telescope is
therefore proportional to the primary collecting area di-
vided by the solid angle formed by the image and thus
a 2.5 m telescope with 0:005 seeing is equivalent in perfor-
mance to a 5 m telescope with 1:000 seeing (Woolf 1982).
Hence, smaller telescopes situated at sites with good see-
ing can perform better than larger telescopes located at
sites with poorer seeing. Thus, it is of primary importance
to evaluate a site before putting up a large telescope and
the same has been carried out here for locating a mod-
ern 3 m class optical telescope jointly by Uttar Pradesh
State Observatory (UPSO), Nainital and Tata Institute of
Fundamental Research (TIFR), Mumbai.
The principal requirements of a site for optical astro-
nomical observations are clear, dark and transparent skies
with good seeing, modest atmospheric extinction, low pre-
cipitable water vapour, small changes in night time air
temperature etc. In addition, the site should be far away
from human activities so that for at least a few decades
the deterioration due to light and atmospheric pollution
is minimal. At the same time, one has to take into ac-
count the logistics of access and availability of water and
power to the site so that infrastructural development and
telescope operation do not become too expensive. The cost
involved in providing easy accessibility to an otherwise ex-
cellent site often comes in the way of its choice. A compro-
mise between the factors mentioned above is always made.
Consequently, there are only a few excellent astronomical
sites on the Earth. Most of them are located either on is-
land (such as Hawaii and La Palma) or on coastal areas
(such as Chilean and Midwest American). Good sites are
generally located in the subtropical zone (25 to 35 positive
or negative latitudes) and are mostly located at heights
 2 km above the mean sea level.
2. Search for an astronomical site in India
The occurrence of monsoon and winter cyclones render
very large tracts of India unfavourable for astronomical
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Fig. 1. The upper and lower panels of the diagram show the location and contour maps of Devasthal region. Site 1 and Site 2
are marked as 1 and 2 respectively
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sites. Distribution of the number of clear (cloud free) skies
in a year over India has been given earlier by Bappu et al.
(1978) using ground based meteorological data. Recently,
Sapru et al. (1998) have obtained the average annual spec-
troscopic nights for a number of places in India using the
INSAT satellite cloud imagery database for the period
1989 to 1994. In India, maximum number of spectroscopic
nights are at Gurushikhar, Mt. Abu in Rajasthan, though
it does not have all the advantages from altitude point
of view and is also aected by dust and light pollution.
On the other hand sites in the Shivalik ranges of central
Himalayas have these advantages as well as the number of
spectroscopic nights are over 200 in a year.
Manora Peak, just south of Nainital, headquarters of
UPSO is located in Shivalik range at an altitude of 1950 m.
It started functioning in late fties. With time, light pol-
lution at the present location has increased signicantly.
Seeing at the present site is also generally poor ( 1:005).
The site survey work to select a better site in Kumaon and
Garhwal regions of Shivalik Himalayas (Uttar Pradesh) for
setting up a moderate size optical telescope was therefore
initiated in 1980. For this, contour maps (1:50000) of these
regions provided by the Survey of India were studied and
a total of six reconnaisance trips were made to 36 sites
during 1981-82. Based on altitude of the site and its ob-
structions, if any, due to nearby hills, terrain of the sur-
rounding regions and logistic reasons, like availability of
reasonably flat land and/or presence of suitable water
source at a manageable level, distance from the existing
6 m wide metalled road and possible disturbance likely
to be caused by nearby city lights in foreseeable future, a
total of four suitable sites namely Gananath, Mornaula,
Devasthal and Chaukori (having altitude  2 km) were
identied for preliminary investigations. Meteorological
observations at these four sites were carried out dur-
ing 1982-1991. The meteorological equipments installed at
these stations were thermograph, hygrograph, barograph,
sunshine recorder, rain gauge, snow gauge and wind speed
and direction recorder. The cloudiness was recorded visu-
ally by the observers. Following are the ndings of the site
survey.
2.1. Meteorological parameters
Results of the meteorological observations for the four
sites studied have been summarised in Table 1 and are
discussed below.
2.1.1. Stability of night time temperature
The temperature measurements were made with a contin-
uous recording type thermograph at each site. The varia-
tion in night time temperature is minimum for Devasthal
site. The analysis of night time temperature data indicates
that the temperature variation during night is within 2C
for more than 60% of the time for all the sites except
Chaukori. From this point of view, Devasthal is the most
suitable site.
2.1.2. Relative humidity
Continuous recording hygrograph was used to measure rel-
ative humidity at a site. The yearly relative humidity mea-
surements show that during photometric nights, humidity
generally remains below 60% at Devasthal and Mornaula
and below 70% at Gananath and Chaukori. However, dur-
ing monsoon months, it is generally higher than 80% for
most of the time at all the sites.
2.1.3. Atmospheric pressure
The atmospheric pressure was recorded with a continuous
recording barograph. The data indicates that the pressure
variation during night at all sites is generally within 1 mb
and hence they are similar from this point of view.
2.1.4. Wind speed
The wind speed and direction were recorded with a contin-
uous recording anemograph installed at a height of about
5 m from the ground level. The maximum wind speed dur-
ing night time was found to be generally 6 m/s. It is found
that more than 75% of night hours have wind speed below
3 m/s at Devasthal and Gananath. The prevailing wind
direction at both places is NW.
2.2. Cloud coverage
The visual observations of cloud coverage were recorded
at four hourly intervals. Based on these data, cloud cover-
age during the night time was estimated. The night time
was dened as the duration between end of evening astro-
nomical twilight to start of morning astronomical twilight.
Following criteria had been adopted for cloud coverage
1. Clear night: When the cloud cover is zero for the com-
plete night;
2. Partly clear night: When the cloud cover is zero for
more than four consecutive hours;
3. Night < 3 Octas: When the cloud cover is < 3 octas
for more than four consecutive hours;
4. Cloudy nights are other than (1), (2) and (3);
5. Photometric nights include (1) and (2);
6. Spectroscopic nights include (1), (2) and (3).
These observations indicate that spectroscopic nights at
all the four sites are  200 in a year. A large fraction
of them ( 85%) are of photometric quality. Here it is
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Table 1. Preliminary survey parameters for the four sites investigated
Site Altitude Duration of Annaul % of nights having
(m) observations variation temperature pressure wind prevailing
(year) in night variation variation speed wind
temperature  2C  1 mb  3 m/s direction
(C)
Chaukori 2130 1982-1989 27 to −3 44 87 - NNW
Devasthal 2540 1986-1991 21.5 to −4.5 73 89 77 NW
Gananath 2090 1982-1990 24 to −3 71 92 82 NW
Mornaula 2250 1984-1990 24 to −3 62 88 62 NW
important to mention that a recent study based on the
INSAT satellite cloud imagery database for the period
1989 to 1994 (Sapru et al. 1998) suggest that the aver-
age annual percentage of spectroscopic nights is about
55% for Devasthal which is in agreement with the visual
ground based observations. These numbers are compara-
ble to those observed at high altitude ( 2 km) sites in
India (HIROT team 1996, Bhatt et al. 2000). A compari-
son of spectroscopic nights at all sites vis-a-vis some well
known sites around the world such as Siding Spring in
Australia (65%, Sadler et al. 1991), La Palma in Spain
(80%, Murdin 1985), Cerro Tololo and La Silla in Chile
(82%, Tapia 1992), Mauna Kea in U.S.A. (73%, Tapia
1992) and San Pedro Martir in New Mexico (80%, Tapia
1992) indicates that all the sites can be called satisfactory.
3. Description of Devasthal sites
Amongst the four sites mentioned above, Devasthal was
chosen for further in depth study based on the criteria such
as logistics, altitude, approachability and local topogra-
phy conducive to good seeing. It is worth mentioning that
there are no mountain ranges higher than Devasthal peak
within an aerial radius of 1 km which can create turbu-
lence and thus degrade the seeing. As the name Devasthal
in Hindi language means place of God, there is an an-
cient Shiva (one of Hindu Gods) temple at the highest
point of this region. The geographical and contour maps
of Devasthal region are shown in Fig. 1. This site ex-
cept for the last 3 − 4 km is connected to major towns
(e.g. Nainital, Kathgodam and Haldwani) by a 6 m wide
metalled road. It is far away from any urban development
and therefore light contamination is virtually nil. Two po-
tential sites for locating the modern optical telescope were
identied. This selection is primarily based on logistics,
not to disturb the location of the temple at Devasthal top,
apart from being relatively free from trees. The two sites
which are separated by about 1.5 km from each other are
hereinafter referred as Site 1 and Site 2. Using a GPS clock
unit accurate geographical coordinates of Devasthal Site 1
have been determined. The altitude is 2420  5 m, while
longitude and latitude are 79 400 5700 E  100 and 29
220 4600 N  100 respectively. It is about 1.5 km from the
metalled road. Sucient amount of water is available from
natural springs near this site. Site 2 is close to Devasthal
peak and is about 120 m higher than Site 1.
The theory of seeing along with the observations car-
ried out at Devasthal are given in the following sections.
4. Theory of seeing
The relationship between the full width at half maximum
(FWHM) of a stellar image point spread function (PSF)
formed at the focus of a large telescope and Fried param-
eter r0, is given by Dierickx (1992) as
FWHM =
0:98
ro
; (1)
where  is the wavelength. The value of ro represents the
diameter of the telescope for which diraction limited im-
age resolution is equal to the FWHM of the seeing limited
image (cf. Fried 1966).
The variance (2) of the two dimensional image posi-
tion is (cf. Vernin & Mu~noz-Tu~non 1995) given as
2 = 0:3732FWHM
r0
D
1=3
: (2)
Thus measuring the image motion at the focus of a tele-
scope of apertureD and at wavelength , the Fried param-
eter r0 and hence the seeing can be deduced from Eq. (1).
This technique of measuring image motion suers from the
erratic motion of the telescope and it is dicult to sepa-
rate the image motions due to turbulence and those due to
telescope, which includes wind shaking, guiding and dome
eect etc. The dierential image motion monitor (DIMM)
measurements eliminate the eects due to the motion of
the telescope and hence enables one to measure the contri-
butions of the atmosphere to the image degradation. The
DIMM principle is to produce twin images of a star with
the same telescope via two entrance pupils separated by
a xed distance. The assumption that Kolmogorov tur-
bulence theory accurately describes the eects of atmo-
sphere upon images, enables us to assess the longitudinal
and transverse (parallel and perpendicular to the aperture
alignment) variance of the dierential image motion. The
variance of the image motion in the direction parallel to
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Table 2. Instruments used in the survey and their technical
characteristics
Seeing
Data handling Pentium PC’s
Telescope (Site 1) 52 cm; f ratio = 13
Fork mounting
Telescope (Site 2) 38 cm; f ratio = 15
Single pier mounting
Camera at each site CCD (ST4); size = 192  165 pixels2
pixel size = 13.74   16.0 
Power supply (DIMM) Generators
Date acquisition rate every 10 millisecond
Meteorology
Meteorological all Wind speed (0.1 m/s)
weather station Wind direction (1 degree)
Conguration Relative humidity (1%)
Availability Air temperature (0:01C)
Solar radiation (0:001 w/m2)
Soil temperature (0:1C)
Rainfall (0.25 cm)
Data acquisition rate 1 hour
Power supply (AWS) Batteries
Microthermal tower 20 m tower and three sensors
placed at heights of 6, 12 and 18 m
Data acquisition rate every 1 s
the line joining the subapertures is given by (see Sarazin
& Roddier 1990)
2l = 2
2r
−5=3
0

0:179S−1=3 − 0:0968d−1=3

; (3)
where S is the diameter of the two entrance pupils and
d is the separation between them. The corresponding ex-
pression for the dierential image motion perpendicular
to the line joining the two apertures is
2t = 2
2r
−5=3
0

0:179S−1=3 − 0:145d−1=3

: (4)
It should be noted that these relations are valid if S=d
 0.5 (Sarazin & Roddier 1990 and references therein).
Measuring t and l enables us to estimate the respec-
tive r0, which when used in Eq. (1) gives the longitudinal
and transverse seeing respectively. In the present case the
value of S/d is 0.15 and 0.21 for 52 cm and 38 cm tele-
scopes respectively.
5. Characterization of Devasthal site
As a follow up on the site survey reported above, precip-
itable water vapour, meteorological and astronomical see-
ing measurements were carried at Devasthal sites. Primary
emphasis was placed on the evaluation of ground level
seeing at the two sites mentioned above. Simultaneous
1 2 3
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3
Longitudinal seeing (’’)
1
2
3
Fig. 2. A comparison of longitudinal and transverse seeing for
the two sites in Devasthal. Straight line has unit slope and zero
intercept
measurements of atmospheric parameters such as air tem-
perature, soil temperature, solar radiation, relative humid-
ity and wind speed and direction as well as microthermal
measurements were performed at Site 1. These parame-
ters are of major importance in the interpretation of the
occurrence of optical turbulence.
5.1. Estimation of precipitable water vapour
The precipitable water vapour content in the atmosphere
was measured with the instrument designed and built by
Prof. Westphal and kindly loaned to UPSO. The obser-
vations were taken between January 1989 to June 1989
at Devasthal. They indicate 1 − 2 mm, 2 − 3 mm and
> 3 mm of precipitable water vapour for 21%, 43% and
36% of the time respectively.
5.2. DIMM instrumental setup and observations
This section describes the DIMM instruments which were
built in UPSO laboratories and used for seeing measure-
ments along with the procedure used for data process-
ing. Dierential image motion technique has been used
as early as 1960 to provide quantitative seeing estimates.
Such work carried out in recent years include those by
the European Southern Observatory (Sarazin & Roddier
1990), the National Optical Astronomical Observatories
(Forbes et al. 1988), the ESO site testing measurements
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Fig. 3. Seeing at Devasthal Site 1 plotted against UT. The date of observation along with the median seeing value (inside bracket)
and the number of points are indicated sequentially on each panel
for the Very Large Telescope (Pedersen et al. 1988),
Observatorio del Roque de los Muchachos (ORM ) at La
Palma (Vernin & Mu~noz-Tu~non 1995) etc. for the evalu-
ation of potential observing sites. The principles in detail
of DIMM instrument can be found in Sarazin & Roddier
(1990).
A 52 cm telescope with an equatorial fork mount-
ing having a plate scale of 3100/mm at the f/13 folded
Cassegrain focus is used at Site 1, whereas at Site 2, a
38 cm telescope with single pier mounting having a plate
scale of 3600/mm at the f/15 Cassegrain focus is used. The
front portion of the 52 cm reflector tube is covered by a
mask which has two circular holes, each of 6 cm diame-
ter and separated by 40 cm. Similarly, the 38 cm reflector
is covered by a mask having two circular holes each of
5 cm in diameter and separated by 24 cm. One of the
holes contains a prism which deviates the incoming par-
allel light of a star by about 3000 in the direction joining
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the line of the centers of the two holes, so that two im-
ages of the same star are formed on the CCD detector.
The telescopes are equipped with a PC which controls the
Santa Barbara Instrument Group (SBIG) ST4 autoguid-
ing CCD camera and thus accumulates image motion data
and analyse them online to provide seeing measurements
in two mutually perpendicular directions. One pixel of the
CCD corresponds to 0:0042  0:0049 at 52 cm telescope and
0:0050  0:0058 at 38 cm telescope. Our setup closely follows
that of Wood et al. (1995). The details of the instruments
used in the seeing campaign and their characteristics are
given in Table 2.
In DIMM, a series of exposures each spanning a pe-
riod of 10 ms are taken and hundred such exposures are
used to derive one estimate of the standard deviation of
the relative separation of the images, l and t parallel
and perpendicular to the line joining the centres of the
two apertures. Using Eqs. (3) and (4) one can then nd
independent estimates of r0. These independent values of
r0 are then converted into seeing estimates using Eq. (1)
and a wavelength of 5000 A. All the above processes are
done online and the data are stored in the PC for fur-
ther analysis. The data obtained using DIMM were then
corrected for airmass (X) using the relation
FWHMcorrected = FWHMobserved (1=X)
3=5
: (5)
The use of this correction is necessary as it allows compar-
isons to be made with observations obtained at dierent
time in various directions.
5.3. Estimation of errors
5.3.1. System noise
The uncertainty in the determination of centroid of an im-
age due to detector noise introduces an error in the seeing
measurements. Since this instrumental noise is not cor-
related with the true nature of the atmosphere, this has
to be subtracted out before an estimation of the seeing
is made (cf. Sarazin & Roddier 1990). The estimation of
the instrumental noise was carried out experimentally in
the optics lab of UPSO. The intensity levels of the images
were kept similar to those that we maintain in performing
seeing measurements. The uncertainty measured in the
separation of the images of two pin holes on the CCD de-
tector gives a value of 0.09 pixel. This system noise when
taken into account improves our seeing reported here by
0:0001 only.
5.3.2. Statistical errors
The statistical errors of the seeing measurements were cal-
culated using the formalism given by Frieden (1983). It has
been pointed out by Sarazin & Roddier (1990) that the
statistical properties of the atmosphere does not change
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Fig. 4. Seeing at Devasthal Site 2 plotted against UT. Other
details are the same as in Fig. 3
for about a minute. Under typical seeing measurements
at Devasthal we are able to process about 50 images in
a minute. The number of images obtained in a minute is
limited by the exposure time as well as the readout time
of the CCD. For our measurements the statistical error
turns out to be 12%, and the error for each individaul
measurement is about 9%.
5.4. Comparison of longitudinal and transverse seeing
For ESO DIMM the seeing values obtained from l and t
agree with each other within 12% (see Sarazin & Roddier
1990). An attempt has been made by us to see the be-
haviour of longitudinal and transverse seeing for the ob-
servations at Devasthal sites. The seeing measurements
were carried out for 88 nights at Site 1 during February
1997 and November 1998, and for 37 nights at Site 2 be-
tween October and December 1998. In Fig. 2 we have plot-
ted the longitudinal seeing against the transverse seeing
for both Devasthal sites. For comparison, we have drawn a
line of unit slope and zero intercept. This indicates a fairly
good agreement between the two measurements consider-
ing the errors discussed above. Amongst the two inde-
pendent measurements, we have therefore considered only
one, namely the longitudinal component as the seeing of
the site. There is however some dierence between the val-
ues obtained from the two components of image motion;
wind speed and the nite outer scale length will aect the
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Table 3. Results of seeing measurements at Devasthal
Month No:of No:of seeing in arcsecond
observations nights Mean Std:dev Median
Site 1
02−97 159 5 1:5 0:3 1:4
03−97 387 9 1:4 0:3 1:4
04−97 71 4 1:1 0:3 1:1
05−97 267 9 1:5 0:4 1:5
06−97 298 7 1:3 0:3 1:3
11−97 174 3 1:6 0:4 1:5
12−97 16 1 1:8 0:5 1:7
02−98 175 3 1:6 0:4 1:6
04−98 566 9 1:3 0:3 1:3
05−98 299 13 1:3 0:3 1:3
06−98 86 6 1:5 0:4 1:4
10−98 451 9 1:5 0:4 1:4
11−98 749 10 1:8 0:4 1:8
Site 2
10−98 389 5 1:0 0:2 1:0
11−98 873 6 1:1 0:4 1:1
12−98 5536 26 1:2 0:3 1:1
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Fig. 5. Cumulative distribution and histogram of seeing mea-
sured during the indicated month at Devasthal Site 1. The solid
and dotted lines are for the year 1997 and 1998 respectively
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Fig. 6. Cumulative distribution and histogram of seeing mea-
sured during the indicated month at Devasthal Site 2
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Fig. 7. Cumulative distribution and histogram of entire seeing
measurements obtained at UPSO and Devasthal sites
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Fig. 8. Histogram and cumulative distribution of the wind
speed at Devasthal Site 1
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Fig. 9. Distribution of wind speed and direction at Devasthal
Site 1
correlation between the two apertures and could lead to
this dierence (see Das et al. 1999).
5.5. Seeing measurements
Seeing measurements were carried out for 88 and 37 nights
at Site 1 (during February 1997 to November 1998) and
Site 2 (between October and December 1998) respectively.
50
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Fig. 10. Monthly variation of average relative humidity at
Devasthal Site 1. The solid and dotted lines represent the rel-
ative humidity during day and night time respectively
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Fig. 11. Histogram and cumulative distribution of relative hu-
midity at Devasthal Site 1. The solid line is for the whole data
set, whereas the dotted line is for the data set excluding the
monsoon months
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We have plotted in Fig. 3 the nightly variation of see-
ing against UT for Site 1 while the same for Site 2 has
been plotted in Fig. 4. The statistical parameters obtained
from seeing measurements for each month such as mean,
median etc. are given in Table 3. They indicate that the
seeing is relatively better during April, May and June as
compared to other months. This tells us about a possi-
ble seasonal dependence of seeing, with summer months
showing an average seeing better than other months. The
monthwise histogram and cumulative distribution of see-
ing observations at Devasthal Site 1 and Site 2 are shown
in Figs. 5 and 6 respectively.
5.5.1. Comparison with test observations at UPSO
A series of test observations with the 52 cm telescope,
which was later shifted to Devasthal Site 1 was carried out
for 18 nights at UPSO, during November and December,
1996. Figure 7 shows the histogram and cumulative distri-
bution of seeing data obtained at UPSO which indicates a
median value of 1:006. For comparison, corresponding plots
for Devasthal sites are also shown in Fig. 7. Table 4 gives
the overall statistics of the seeing values for the entire ob-
serving run at UPSO and Devasthal sites.
5.5.2. Comparison of seeing at both Devasthal sites
A Comparison of seeing measured quasi−simultaneously
at both Devasthal sites on 8 nights during October and
November 1998, is presented in Table 5. The dierences in
median seeing values range from 0:0016 to 1:0024, with better
seeing values always at Site 2. Figure 7, Tables 3 and 4
also indicate that Site 2 has better seeing values than Site
1. It is worth mentioning here that at Site 2 in compar-
ison to Site 1, for signicantly large fraction ( 40%) of
the observing time seeing is < 100(see Table 4). Another
factor which favours Site 2 is that the seeing measure-
ments were done at about 2 m above the ground level
whereas at Site 1 it was carried at about 4 m above the
ground. Studies by Pant et al. (1999), Vernin & Mu~noz-
Tu~non (1994) and Avila et al. (1998) indicate appreciable
degradation in seeing due to turbulence introduced by the
surrounding trees, local topography and ground radiation.
The seeing improves considerably at height  10 m above
the ground as discussed below.
5.6. Microthermal measurements
The detection of the local source of seeing degradation
which occur in levels of the atmosphere very near the
ground, within a few tenths of metres above ground is of
great importance for evaluating the seeing conditions of an
astronomical site. Microthermal fluctuations at Devasthal
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Fig. 12. Monthly variation of average air temperature at
Devasthal Site 1. The solid and dotted lines represent the
diurnal and nocturnal air temperature respectively
Site 1 were therefore recorded using pairs of microther-
mal sensors made from Nickel wire of 25 in diameter
separated by a distance of 1 m and mounted at three dif-
ferent levels on a mast situated respectively at 6, 12 and
18 m above the ground. A description of the experimen-
tal setup and the methods employed in deducing the see-
ing estimates from the microthermal measurements can
be found in Pant & Sagar (1998) and Pant et al. (1999).
Observations of the surface layer contribution to seeing
were carried out during March to June 1998. The results
of these observations have been reported by Pant et al.
(1999) where they found that the major contribution to
seeing comes from the 6 − 12 m slab of the atmosphere
and sub-arcsec seeing of 0:0065 and 0:005 can be achieved by
locating the telescope at a height of  13 m and 18 m
above the ground respectively. Similar conclusion about
the degradation of image due to surface layer turbulence
is also given by Vernin & Mu~noz-Tu~non (1994). There is
a plan to carry out similar measurements at Devasthal
Site 2 also.
5.7. Meteorological all weather station
Measurements of atmospheric parameters such as temper-
ature, humidity, wind etc. simultaneous with DIMM and
microthermal observations are of major importance in the
interpretation of the atmospheric turbulence. To accom-
plish this a meteorological Automatic Weather Station
(AWS) is also established close to the 52 cm telescope
and the microthermal tower. The instrument is from M/s
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Table 4. Seeing statistics at UPSO and Devasthal sites
UPSO Site 1 Site 2
Total no. of nights observed (datapoints) 18 (698) 88 (3698) 37 (6798)
Minimum seeing (00) 0.5 0.5 0.5
Average seeing (00) 1.6  0.4 1.5  0.4 1.2  0.3
Median seeing (00) 1.6 1.4 1.1
Percentage of data with seeing  1:000 8 7 40
Percentage of data with seeing 1:000 − 1:002 10 16 26
Percentage of data with seeing 1.200 − 1:004 16 22 17
Percentage of data with seeing 1.400 − 1:006 18 21 09
Percentage of data with seeing 1:006 − 1:008 17 12 04
Percentage of data with seeing 1:008 − 2:000 12 10 2
Percentage of data with seeing > 2:000 18 12 2
Champbell Scientic Inc. from U.S.A. It contains wind
speed sensors, wind direction sensors, pyranometer for so-
lar radiation measurement, temperature sensors for sens-
ing the air and soil temperature, electronic tripping bucket
rain gauge, relative humidity meter, solar panel for charg-
ing a 12 volt battery and data logger.
All the above instruments are mounted at the appro-
priate places on a mast tted in a tripod. The tripod is
kept upright and oriented, so one leg points due south,
and then plumb the mast by adjusting south and north-
east facing legs. The tripod including the mast is grounded
with the help of a ground rod.
The instruments and the data logger are connected to a
12 volt battery to record the above mentioned meterolog-
ical data automatically in a module. The data are stored
in the module at one hour interval through programming.
The capacity of the module is to store data for about a
month. After a month the module is taken out of the data
logger for processing and another module is connected for
further recording. The meteorological data thus obtained
are useful to see if there is any eect of these parameters
on seeing. The histogram and cumulative distribution of
day and night wind speed at Site 1 are shown in Fig. 8.
It is found that both diurnal and nocturnal wind speed
are less than 3 m/s for 85% and 87% of the time respec-
tively. The prevailing wind direction is mostly NW and it
seldom exceeds 10 m/s. This is in agreement with our ear-
lier observations(see Sect. 2.1.4). The distribution of wind
speed and direction is shown in Fig. 9. The monthly statis-
tics of average relative humidity are shown in Fig. 10 for
Table 5. A comparison of median seeing values measured at
both Devasthal sites. Number of measured data points are
given inside bracket
Data Median Seeing (00)
Site1 Site2
09/10/98 1:25(58) 0:92(79)
11/10/98 1:39(110) 0:97(194)
28/10/98 2:25(27) 1:01(39)
01/11/98 1:81(71) 1:65(74)
05/11/98 2:15(43) 1:06(187)
11/11/98 1:83(77) 1:20(197)
12/11/98 1:78(82) 1:10(218)
13/11/98 1:90(110) 0:83(175)
both day and night. Figure 11 shows the histogram and
cumulative distribution of relative humidity for the whole
observing period. Both day as well as night time measure-
ments indicate that 55% of the time, relative humidity
lies below 85%. However, this fraction increases to 70%
if we exclude monsoon months from July to September.
The monthly variation of nocturnal and diurnal average
air temperature is given in Fig. 12. The dierence between
day and night average temperature is less than 3C for all
the months except March, April, May and June, where it
is somewhat higher but still less than 6C.
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Fig. 13. Average seeing of 30 min duration versus UT for the
entire observing period at Devasthal
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Fig. 14. Dependence of seeing on total solar radiation, wind di-
rection, wind speed, air temperature and relative humidity at
Devasthal Site 1
5.8. Temporal evolution of seeing
From the point of view of astronomers, it is useful to have
a characterization of the temporal evolution of seeing, i.e.,
the variation of seeing quality with time. The results of
all observing nights are averaged in 30 minutes bin and
plotted against UT in Fig. 13 for Site 1 and Site 2. No
signicant trend is seen. This is in contrast with the gen-
erally prevailing notion among astronomers that seeing is
poorer in the beginning of night and improves later in the
night. Our results for Devasthal is in agreement with what
has been found for the ORM site at La Palma by Mu~noz-
Tu~non et al. (1997), where no general trend in the seeing
evolution is noticed.
5.9. Dependence of seeing on meteorological parameters
We have checked for possible relationships between the
meteorology and the image quality for Devasthal Site 1.
In Fig. 14, we have plotted the variation of seeing with
meteorological parameters namely total solar radiation,
wind direction, wind speed, air temperature and relative
humidity. We observe that relative humidity does not seem
to aect the seeing signicantly. Weak correlation is no-
ticed between air temperature and seeing, in the sense
seeing improves at higher air temperature. A marginal
dependence of seeing on total solar radiation is noticed
with sunny days having better seeing. These are consis-
tent with results given in Table 3, where seeing is better
in summer months when air temperature is higher than
that for rest of the year. The interesting plot concerns the
wind speed and direction following the belief that these
have an influence on the seeing. Correlation of wind speed
is expected but not for low wind speed as the turbulence
for wind speed less than 15 m/s is relatively unimportant
(Woolf 1982). Contrary to this, a weak correlation is no-
ticed between seeing and wind speed and direction.
5.10. Stability of seeing at Devasthal Site 2
The stability of seeing with time tells us about the qual-
ity of the site To get a knowledge of the same we carefully
looked into individual nights having more than 6 hours of
continuous seeing data. This has been done only for Site 2
as it is better than Site 1. Among the 37 nights of observa-
tions at Devasthal Site 2 we have 25 nights which satised
this criterion. The time during which seeing is less than
1:000 in a stretch for >4 hour, 2 to 4 hour and < 2 hour are
found to be 10%, 47% and 43% respectively.
5.11. Extinction measurements at Devasthal
Routine extinction measurements in standard passbands
were carried out using the 52 cm reflector equipped with a
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Table 6. Comparison of present seeing results with those of other sites
Site/Observatories Seeing (00) Instrument Source
International sites
Mt. Graham, Arizona, U.S.A. 0.60 STTa Cromwell et al. (1998)
Mt. Hopkins, Arizona, U.S.A. 0.59 STT Cromwell et al. (1990)
Las Campanas, Chile 0.60 CMb Persson et al. (1990)
La Silla, Chile 0.87 DIMM Murtagh & Sarazin (1993)
Paranal, Chile 0.64 DIMM Murtagh & Sarazin (1993)
Mauna Kea, Hawai, U.S.A. 0.57 SCIDARc Roddier et al. (1990)
La Palma, Spain 0.64 DIMM Mu~noz-Tu~non et al. (1997)
SPM, B. C., Mexico 0.61 STT, CM Echevarria et al. (1998)
Freeling Heights, Australia 1.20 DIMM Wood et al. (1995)
Siding Spring, Australia 1.20 DIMM Wood et al. (1995)
Indian sites
UPSO 1.57 DIMM This work
Devasthal Site 1 1.44 DIMM This work
Devasthal Site 2 1.07 DIMM This work
Leh 1.07 DIMM Bhatt et al. (2000)
IUCAA, Pune 1.50 DIMM Das et al. (1999)
a Site Testing Telescope.
b Carneige Monitor.
c SCIntillation Detection And Ranging.
solid state SSP3 photometer. The lowest value of extinc-
tion was observed on 20 and 21 February, 1998. They are
0.40  0.01, 0.22  0.01, 0.12  0.01 and 0.06  0.01 in
Johnson U , B, V and R bands respectively. A detailed
paper on the atmospheric extinction measurements at
Devasthal is published elsewhere (cf. Mohan et al. 1999).
6. Discussion and conclusions
From the observations taken so far, the following param-
eters have been obtained for Devasthal site:
1. In a year about 57% and 48% of nights are spectro-
scopic and photometric respectively;
2. Air temperature varies from −4.5 to 21.5C in a year.
However, variation during a night is  2C;
3. Relative humidity is below 60% during spectroscopic
nights. However, during rainy season (end of June to
middle of September) it goes to much higher values;
4. Pressure variation during a night is  1 mbar;
5. Wind speed during night time is generally below
10 m/s. For about 85% of the time it is below 5 m/s.
The prevailing wind direction is from NW to SE;
6. Average rainfall is 2000 mm in a year. Maximum rain-
fall could be  200 mm in 24 hour during rainy season;
7. Snowfall is for few days in a year;
8. Visual observations indicate that the sky at Devasthal
is darker than that at UPSO where the values are 22.2
and 21.1 mag/arcsec2 in B and V photometric pass-
bands respectively (cf. Bhargavi et al. 1998; Mohan
1998).
On the basis of above, we conclude that Devasthal is a
good astronomical site except during rainy season. Results
of DIMM seeing measurements carried out for 88 nights
during 13 months at Devasthal Site 1, 37 nights during 3
months at Devasthal Site 2 and 18 nights during 2 months
at UPSO are presented. The corresponding median seeing
values are 1:004, 1:001 and 1:006 respectively. The DIMM in-
struments were operated in open air and hence there may
not be appreciable contribution of the so called dome see-
ing to the seeing values reported here. But at the same
time the dierence in the temperature of the primary mir-
ror and ambient temperature (the cause of the mirror see-
ing) and heat generated by structures near the telescope
may aect the values reported here. Moreover as no cor-
rections have been made for these eects and instrumental
noise and the measurements carried out near the ground,
the derived values are indeed upper limits. At site 2, seeing
is < 100 for  40% of the observing time in which a stretch
of > 2 hour is for  55%. This study shows that Devasthal
Site 2 is a good choice for locating the the proposed 3 m
UPSO-TIFR optical telescope.
A comparison of our seeing results with those of other
sites is given in Table 6. It is worth pointing out that
our seeing measurements at Devasthal Site 2 are carried
out at 2 m above the ground level while seeing measure-
ments at other places such as La Palma, SPM etc. have
generally been carried out at larger heights from the
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ground. The seeing degradation due to turbulence intro-
duced by the surrounding trees, local topography and
ground radiative transfer has been analysed by Avila
et al. (1998). This and the estimation of surface layer
contribution to seeing using microthermal fluctuations at
Devasthal Site 1, by Pant et al. (1999) indicate that most
of the contribution to seeing come from the 6 − 12 m
height. Pant et al. (1999) also concluded that sub arcsec
seeing of  of 0:0065 and 0:0050 can be achieved if the tele-
scope is located at a height of  13 m and 18 m above the
ground respectively. This indicates that sub arcsec seeing
can be achieved for most of the time at Site 2 by putting
the telescope at a height of  15 m above the ground.
To quantify the gain in seeing with height, we plan to
carry out microthermal measurements at Site 2. Further
eorts will be made to characterise Devasthal Site 2 more
precisely.
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